JOINTS EVENLY SPACED (5 FT. MAX.)

10' TO 24'

PROPERTY LINE

SAW OR SCORE 1" CONTRACTION JOINTS AT 5' INTERVALS SEAL WITH SILICONE

SIDEWALK 6" MIN.

EXP. JOINT (TYP.)

SIDEWALK MIN. 4' WIDE AND 4" THICK

5' R. MINIMUM

ROLLED CURB

2'-2"

REMOVE CURB BY SAWING

SAW AS DIRECTED BY ENGINEER

SAW CUT SEAL WITH SILICONE

MAINTAIN EXIST. GUTTER GRADE AT FACE OF CURB

ASPHALT

6" MIN. P.C.C.

REMOVE

SIDEWALK 6" MIN. P.C.C.

6" TYPE 'A' AGGREGATE BASE

PROPERTY LINE

DRIVEWAY SECTION

SAW CUT SEAL WITH SILICONE

18"

SLOPE

GUTTER

SAW LINE

PAVING

DRIVEWAY

SECTION AT GUTTER

RESIDENTIAL CONCRETE DRIVEWAY

ASPHALT STREET

CITY OF TULSA, OKLAHOMA

ENGINEERING SERVICES DEPARTMENT

DRAWN BY: S.R.W.

CHECKED BY: 

DATE: OCTOBER 2013

NOT TO SCALE

STANDARD NO. 702